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1.  LAMINATING

Autobond 76TPH

Automated thermal laminator complete with Heidelberg Speedmaster 74 feeder

and jogger delivery.

Maximum sheet size: 760 x 1020mm

Minimum sheet size: 297 x 210mm

Large volumes of gloss and matt films held in stock to suit various sheet widths.

2.  FOLDING

MBO T800 4.4.2.Z

Maximum sheet size: 830 x 1300mm

All buckle machine with 4 plate first unit, 4 plate second, 2 plate third and mobile

knife unit. 
OMG 700 stacker.

Plus - slot perforating, gutter stripping, slitting, edge stripping and twin lay attachment for 2nd unit . 

Stahl TP66 4.4.4.Z

Maximum sheet size: 660 x 1160mm

All buckle machine with 6 plate first unit, 4 plate second, 4 plate third and mobile

knife unit.

Plus - double gate fold attachment, slot perforating, gutter stripping, slitting and edge stripping. 

MBO B26 4.4.Z

Maximum sheet size: 660 x 1260mm

All buckle machine with 4 plate first unit, 4 plate second unit and mobile knife unit.

Plus - double gate fold attachment for both 1st and 2nd units, edge stripping,

gutter stripping and slitting.

ANCILLARY EQUIPMENT
Stahl VSA66 presser stacker.

OMG Multiplo P650 presser stacker.

2 x ram bundlers.

Mobile bundle strapping machines.

Shrink wrappers.

Above equipment interchangeable between all folding machines.

3. BINDING (PERFECT & PUR)
KOLBUS KM600, KOLBUS HD143P, KOLBUS ZU804
Complete automated perfect binding line for all run lengths, consisting of the following:

(i) Collator, 20 stations plus hand feed.

     Miss and double detection plus Signa Lynx digital camera signature recognition on all stations. Bar code reading on also possible.
(ii) Thickness detection and jogging prior to binder entry.
(iii) Perfect binder, 21 clamps, hot melt spine and side gluing, lay down delivery to conveyors. Also PUR spine glue tank complete with Nordson pre-melter.
       Minimum book thickness: 2mm

       Maximum book thickness: 60mm

(iv)  Trimmer, 3 knife, complete with pre-stacker and special attachments for production of loose-leaf sets.

(v)  Stacker, OMG Cucciolo 

 for efficient production.

(vi)  Bookbinding Advisory Services

      Digital page pull strength testing machine, to ensure top quality binding at all times.

4. STITCHING

MULLER MARTINI BRAVO S

Gather, stitch and trim machine with 6 feeders, cover folder feeder and hand feed facility.

Also 4 loop stitching heads.          

Maximum trim size: 475 x 300mm.      

Minimum trim size: 130 x 80mm.

MBO mobile knife unit for endorse folding stitched products in-line.

5. TRIMMING

WOHLENBERG TRIM-TEC 115

Fully programmatic guillotine with autocut, stack lift, down stacker and auto- jogger with air removing roller.                        

Maximum sheet size: 1150 x 1150mm

WOHLENBERG CUT-TEC 115

Fully programmatic guillotine with autocut, stack lift, down stacker and auto- jogger with air removing roller.                        

Maximum sheet size: 1150 x 1150mm

6. CUT & CREASE

HEIDELBERG CYLINDER S

Rebuilt cylinder from Senior Graphics for die-cutting and creasing.

Formes are made locally for fast turnaround times.

Also used for scoring covers for various styles of binding.

Minimum Grip of 12mm (15mm preferred)

Minimum sheet size: 110 x 380mm.

Maximum sheet size: 540 x 720mm.

Maximum cutting size: 520 x 660mm.

7. COLLATING

THEISEN & BONITZ B4/42VP

42 station sheet collator with hand feed station, double and missed sheet detectors,

criss-cross delivery and stacker.

Plus SPS control system for auto-correction and on the run reject facility.

Also variable pile feeders.

Maximum sheet size: 250 x 350mm

Minimum sheet size: 65 x 100mm

THEISEN & BONITZ B3/20VP

20 station sheet collator with two hand feed stations, double and missed sheet detectors, criss-cross jogger delivery and stacker.

Plus - variable pile feeders and pre-loading system for long run collating.

Maximum sheet size: 502 x 362mm.

Minimum sheet size: 80 x 45mm.

THEISEN & BONITZ A2/16VP

16 station sheet collator with one hand feed station, double and missed sheet detectors, criss-cross jogger delivery and stacker.

Plus - variable pile feeders.

Maximum sheet size: 650 x 460mm.

Minimum sheet size: 100 x 70mm.

8. WIRE-O BINDING
KUGLER WOMAKO 542 W
Long and medium run, high speed, fully automatic wire-o binding line, built to our specific requirements consisting of the following:

(i)  Book block feeder

     for feeding pre-glued and three knife trimmed book blocks.
(ii)  Spine trimming unit 

      for pre-glued and three knife trimmed book blocks.

      Maximum spine trim: 7mm

      Minimum spine trim: 2mm

(iii) Cover feeder

      for feeding 4pp or special front or back covers including polypropolene.
(iv) Punching station

      with 3:1 tooling, square and round holes, 2:1 tooling, square and round holes.

(v) Wire-o Binding unit

       with tooling from size 4 (1/4”) to size 16 (1”)

       Maximum bound edge length: 320mm       

       Maximum unbound edge length: 400mm

       Minimum bound edge length: 75mm

       Minimum unbound edge length: 95mm
(vi)  Cover turning unit for automatically turning the back cover to hide the wire          join.

KUGLER WOMAKO 534 S

Long run, high speed, fully automatic wire-o binding line, built to our specific requirements consisting of the following:

(i)  Book block feeder

      for feeding pre-glued and three knife trimmed book blocks.

(ii)  Spine trimming unit

      for pre-glued and three knife trimmed book blocks.

      Maximum spine trim: 5mm

      Minimum spine trim: 2.5mm

(iii) Punching station

      with 3:1 tooling, square holes, 2:1 tooling, square and round holes also   calendar tooling.
(iv) Wire-o Binding unit

       with tooling from size 4 (1/4”) to size 16 (1”) and calendar hanger feed.

       Maximum bound edge length: 420mm       

       Maximum unbound edge length: 500mm

       Minimum bound edge length: 120mm

       Minimum unbound edge length: 90mm

       Maximum hanger length: 400mm

       Minimum hanger length: 56mm       

       Cover turning unit for automatically turning the back cover  to hide the wire          join.

JAMES BURN SPEEDBIND BB43

Fully automatic high speed wire-O binding machine.         

All wire sizes from 3/16” to 1” 

Suitable for all types of books and calendars.

Maximum binding edge: 430mm

Maximum unbound edge: 620mm

JAMES BURN BB43 H

Semi automatic wire-O binding machine with automatic hanger feeder.

All wire sizes from 3/16” to 1”

Suitable for all types of books and calendars.

Maximum bound edge: 430mm

Maximum unbound edge: unlimited

JAMES BURN BB43 HB
Semi automatic wire-O binding machine with automatic hanger feeder.

All wire sizes from 3/16” to 1”

Suitable for all types of books and calendars.

Maximum bound edge: 430mm

Maximum unbound edge: unlimited

JAMES BURN BC70

Semi automatic wire-O binding machine with automatic hanger feeder.

All wire sizes from 3/16” to 1”

Suitable for all types of books and calendars.

Maximum bound edge: 700mm

Maximum unbound edge: unlimited
JAMES BURN MANUAL BINDERS

For specialist hand binding up to 1 1/4” wires

KUGLER 341-8

Automatic punch for both book and calendar work.
3 : 1 and 2 : 1 tooling.

Maximum binding edge: 700mm

Maximum unbound edge: 635mm
KUGLER 360 PROPUNCH
High speed automatic punch for book work.
3 : 1 and 2 : 1 tooling.

Maximum binding edge: 360mm

Maximum unbound edge: 360mm
JAMES BURN EX610

Automatic punch for both books and calendar work.

3 : 1 and 2 : 1 tooling.

Plastic Spiral tooling. 4 : 1

Maximum binding edge: 610mm

Maximum unbound edge: 535mm

JAMES BURN HDP

Semi automatic punch for any work that cannot be run automatically.

Maximum bound edge: 610mm

Maximum unbound edge: unlimited

JAMES BURN EPX700

Semi automatic punch for any work that cannot be run automatically.

Maximum bound edge: 700mm

Maximum unbound edge: unlimited

9. SPIRAL BINDING  (METAL & PLASTIC)
KUGLER WOMAKO 542 P

Long and medium run, high speed, fully automatic spiral binding line, built to our

specific requirements consisting of the following:

(i)  Book block feeder

     for feeding pre-glued and three knife trimmed book blocks.

(ii)  Spine trimming unit 

      for pre-glued and three knife trimmed book blocks.

      Maximum spine trim: 7mm

      Minimum spine trim: 2mm

(iii)  Cover feeder

      for feeding 4pp or special front or back covers including polypropolene.
(iv) Punching station

      with 4:1 tooling, oval holes.

(v) Metal Spiral Binding unit
       with tooling up to 18mm bulk, metal spiral forming unit. 
       Larger sizes available on request.

       Maximum bound edge length: 320mm       

       Maximum unbound edge length: 400mm

       Minimum bound edge length: 75mm

       Minimum unbound edge length: 95mm              

       Coil loop unit for automatically locking the end loops.

(vi) Plastic Spiral Binding unit
       with tooling up to 26mm bulk, plastic spiral forming unit. 
       Larger sizes available on request.

       Maximum bound edge length: 320mm       

       Maximum unbound edge length: 400mm

       Minimum bound edge length: 75mm

       Minimum unbound edge length: 95mm              

       End crimp unit for automatically cutting and crimping the ends of the coil.

KUGLER WOMAKO PROBIND

Long and medium run, high speed, fully automatic spiral binding line, built to our

specific requirements consisting of the following:

(i)  Feeding station
      Area for assembling multiple items onto the line.

(ii) Punching station
      with 4:1 tooling, oval holes.

(iii) Metal Spiral Binding unit
       with tooling up to 18mm bulk, metal spiral forming unit. 
       Larger sizes available on request.

       Maximum bound edge length: 330mm       

       Maximum unbound edge length: 450mm

       Minimum bound edge length: 75mm

       Minimum unbound edge length: 90mm              

       Coil loop unit for automatically locking the end loops.

(iv) Plastic Spiral Binding unit
       with tooling up to 25mm bulk, plastic spiral forming unit. 
       Larger sizes available on request.

       Maximum bound edge length: 330mm       

       Maximum unbound edge length: 450mm

       Minimum bound edge length: 75mm

       Minimum unbound edge length: 90mm              

       End crimp unit for automatically cutting and crimping the ends of the coil.

GATEWAY QUICKSET 17

Fully automatic plastic coil forming and binding line, consisting of the following:

(i)  Coil former

     for forming the extruded plastic into the correct diameter and pitch. 

(ii)   Coil inserter 

      for inserting the coils into the pre-punched books.

(iii)  Cut and crimp device

       for automatically cutting off the excess coil and crimping the ends

       over to lock the coil in the book.
      Coil bulk up to 16mm for automatic coil forming and insertion. 
      Up to 30mm bulk by hand on request.

      Coil gauges from 1.8mm to 2.6mm available in 36 colours.

      Minimum bound edge length: 95mm
      Maximum bound edge length: 430mm

10. SHRINKWRAPPING

ADPAK EFK250

Fully automatic shrink-wrapping line.

Polyolethene film is used for exceptional strength and flexibility.

Maximum height of pack: 200mm.

Maximum width of pack: 450mm.

Maximum length of pack: 500mm.

11. HANDWORK

Experienced permanent staff for pick and pack, mailing, assembly, hand gathering

and collating, inserting, labelling, paper banding, counting, padding, pocket-gluing, plus other operations, too many to list.
12. PLASTIC COMB BINDING

Punching and binding equipment for most sizes of comb and styles of book.

13. DRILLING

Two multi-head drills for most punch patterns including Filofax.

14. RAM BUNDLING

Bundle packing for leaflet and signature work using pneumatic ram bundlers.

15. WAREHOUSING & DISTRIBUTION

30,000 square feet of factory and warehouse space, room for over 400 pallets if required.

LABELLING

All cartons are labelled, bar-code labels available on request. 
We have scanning facilities for use of customer’s logo.

TRANSPORT

All size loads can be arranged through our reliable and competitive haulage contractors.

16. CONTACTS
NEIL OAKLEY                

Managing Director    

Production

Technical Information

Quality Control

KAREN OAKLEY

Commercial Director

Business Development

Customer Liaison

Office Administration

Estimating with special responsibility for 
Wire-O and Spiral binding
STEVE HAYMAN

Customer Liaison

Estimating with special responsibility for 
Perfect and PUR binding, Stitch and Trim, 

Laminating and Folding

ADRIAN BUCKLEY

Estimating

Customer Liaison

NATALIE DORRINGTON
Accounts

General administration

